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WATERLESS PROCESS SERIES 
WATERLESS series is a process ink for printing with Waterless Plates (Dry Offset). Its main characteristics are fast drying, high gloss and high rub resistance 
that allow us to achieve high quality printings with high contrast and very good dot sharpness. WATERLESS process series has also a very good press 
stability. 
 

TECHNICAL SPECIFICATIONS 

 

WATERLESS SERIES CODE 
RESISTANCE 

LIGHT (IWS) ALCOHOL NITRO ALKALI 

PROCESS YELLOW P000001078 5 + + + 

PROCESS MAGENTA P000001077 5 + + + 

PROCESS CYAN P000002883 8 + + + 

PROCESS BLACK P000001076 8 - - - 

 

WATERLESS PROCESS SERIES meet the Norm ISO 2846-1 and is suitable for printing in accordance with ISO 12647-2. 
 

PRODUCT FEATURES  PRINTING PERFORMANCE 

 

 High intensity 

 Good dot sharpness 

 Good gloss 

 Excellent rub resistance 

 Very fast setting 

 Good transfer 

  

 Suitable for high speed printing. 

 It´s very fast oxidative and absorption drying, setting and excellent rub resistance allow 
reducing the waiting times for printed sheets handling. 

 Duct fresh. 
 

RECOMMENDATIONS 

Application 

Edition and commercial. 
WATERLESS PROCESS SERIES has been designed for Offset Sheetfed printing. 
Suitable for printing on cardboard or paper, either coated or uncoated. We do not recommend using on non-absorbent substrates such as PVC or metallised 
papers. 
Due to its great colour strength, we can obtain printings with great intensity and high gloss and, at the same time allows working with less amount of ink 
and saving in production costs. 
 
Rubbers and rollers. Cleaning 

We recommend using vegetal and mineral oil resistant rubbers. The inking rollers can be made of synthetic rubber or polyurethane. The cleaning can be 
operated with White Spirit or any non-abrasive cleaning product from specialized suppliers. 
 
Plates  
Use special plates for waterless printing. Plates will have to be photosensitive (Toray, Kodak) or digital without being processed (Prestek). 
 
Storage 

Avoid direct exposure to sun light and heat. Store at temperature between 20-25 oC (68-77 oF). Once the tin has been opened, the ink should be worked 
off in an appropriate way to avoid skinning. A fresh, dry and well clean atmosphere and with dust absence, in which the cold, the heat or the humidity do 
not affect the paper, the ink or the press will make easier the good performance of each of those elements. It will also contribute to avoid possible 
disadvantages during the printing process. 
WATERLESS PROCESS SERIES has no expiry date at short or medium term.  
 

PACKAGING 
 

 1 kg 

 2,5 kg 

 200 Kg 
 

 

WATERLESS PROCESS SERIES has been developed by R&D Department of MARTINEZ AYALA, S.A. 


